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#6  @ 6’’ c/c

2 Ply Membrane

Waterproofing

min.

#6 Epoxy coated dowels

Place dowel in wall to maintain proper

cover from back of architectural finish.
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2’’ max.

architectural

finish.
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Constr. Jt. with

2’’ x 4’’ key

2’’ cl.

(typ.)

4 - #7 bars spaced as shown

4 - #8 bars spaced as shown

#5  @ 12’’ c/c lap 1’-0’’ (coping)

#5   @ 12’’ c/c (coping)
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See Plans

Architectual Finish
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PARTIAL REAR ELEVATION
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SECTION D-D
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2’’ cl.

(Typ.)

SECTION F-F

11’’

(Typ.)
2 - #5   Bars placed as shown.

2 - #5   Bars placed as shown.
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Notes:

Taper of coping to begin at 

concrete lug.

There is no View E-E for the

42’’ Recessed Back End Post.

1.

2.

#5

(coping)

#5

(coping)

Note:

All  longitudinal  bars are #5 spaced

as shown, unless noted otherwise.

Note:

Reinforcing

not shown.
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1’-3’’ min.

@ 6’’ c/c 5’-0’’ long.
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6/1/05

11-14-05

42’’ F-SHAPE PARAPET END POST WITH

FENCING OR RAILING

APPROACH END, END POST LENGTH > 11’-2’’

BR-SB(6.53)-05-368
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